
UV
Ultraviolet Sterilisation
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Type PUR-1 PUR-2 PUR-5 PUR-10 B-20 ÷ B-90
Capacity* [m3/h] 1 – 2,5 2,5 – 4,5 4,5 – 7,0 7,0 – 13 15 – 150
Max. operating pressure [bar] 10 10 10 10 10
Operating temperature [°C] 5 – 30 5 – 50 5 – 50 5 – 50 5 – 50

Connections (thread) [Inch] R 1 ½˝ R 1 ½˝ R 1 ½˝ R 2˝ DN 80 – DN 125
acc. to model

Power consumption [W] 40 60 100 130 260 – 1300
Power supply [V, Hz] 230, 50/60 230, 50/60 230, 50/60 230, 50/60 230/400, 50/60

*Capacities up to 400 m3/h available

UV-system: a reliable and 
comfortable way to sterilise potable 
water onboard ships or offshore.

Sterilisation of potable water by UV radiation is a safe and 
reliable alternative to other methods such as chlorination 
and is also used as final polishing before distribution / 
prior to consumption. 

The radiation causes photochemical reactions in the cells 
of micro-organisms, thus inhibiting essential cell func-
tions. UV radiation is most suitable for sterilisation as an 
exposure to UV-C radiation kills up to 99,9 % of the bac-
teria and viruses. 

RWO‘s UV units consist of a reaction chamber with the UV 
lamp and a separate control cabinet. The UV lamps, which 
emit over 90 % of the total UV emission at the optimum 
wave length of 254 nm, are fitted into the reaction cham-
ber and protected by a UV transparant quarz glass.

 no chemicals required

 no effects on taste and odour

 no corrosion problems

 safe disinfection of drinking water

 easy to operate and maintain

cable connection to  
control box

drain valve
(screw type)

hose connection gland


